
M610
工業耐用
The durability your work demands

WIDEST RANGE OF  DATA 
ENTRY OPTIONS
可用USB輸入數據，標籤設計

BATTERY CAPACITY
加大電量

GREATER DURABILITY
可承受6尺墜落測試

WIDEST OPERATING  TEMP
RANGE
更寛工作温度

M611
連接方便
More flexibility in the field

MODERNIZE WORKFLOWS  
IN MULTIPLE WAYS
多種方便法輸入標籤設計，
大觸控屏方便存取檔案。

M710
打印最快，最多物料
Fastest, most advanced

PRINT SPEED
每秒打印最快3吋

BATTERY CAPACITY
加大電量

More Label Materials
更多物料選擇

WI-FI & BLUETOOTH 5.0
CONNECT UP TO  5 DEVICES
藍芽可連5台裝置

AUTOMATIC LABEL CUTTER
自動剪刀

More SPEED. Greater FLEXIBILITY.  UNRIVALED DURABILITY.

AUTOMATIC LABEL CUTTER
自動剪刀

WI-FI & BLUETOOTH 5.0
CONNECT UP TO  5 DEVICES
藍芽可連5台裝置

CUSTOMER  APP TO CONNECT 
PRINTER
客戶可用自行開發軟件打印

新一代 BRADY FLEX SERIES 手提2吋打印機

打印更快. 使用更易，更方便。 更耐用。連接手機、電腦更簡單。



WORKSTATION

Label file created in the office Labels pushed to the cloud Labels printed in the field

WORKSTATION

Work the way your work demands
多種打印機連接方式

MOBILE APP
(可以在EXCEL 拿取資料，直
接讀取BARCODE 資料打印。)

PRINTER KEY IN / TOUCHSCREEN
CONTROL

DESKTOP SOFTWARE

電腦檔案經雲端傳送到現場手機打印



電訊業 電機工程

多種Self Lamination Label 快捷對貼線材標籤 耐用面版標籤

多種可打印熱縮通
CABLE TAG

實驗室

-80C / 液壓氮標籤 Tube/ Vial Label

水溶標籤 多色耐化學品標籤

維護 / 資產管理

易碎/ 防偽標籤
(另有戶外版本)

打印長期戶外標籤
(可打印戶外用QRCODE)

多種行業應用



*
M610 M611 M710

Print speed (ips) 2.0 2.0 3.0

Label width (in) 2.0 2.0 2.0

Operating temp. range (ºF) 0-115ºF 40-115ºF 40-115ºF

Label output per battery 4,500 2,500 4,500

MIL-STD-810G ✔ ✔ ✔

6' drop resistance ✔

Bluetooth (BLE) ✔ ✔ ✔

Direct firmware updates ✔ ✔ ✔

Iphone / Andriod App ✔ ✔ ✔

Auto cutter ✔ ✔

Wi-Fi ✔ ✔

Material types 50+ 50+ 60+

Request Demo / Enquiry
Brady Corporation Hong Kong Ltd. 
Tel: (852) 22169283 / (852) 22169000  
Fax: (852) 22169280 
e-mail: hksales@bradycorp.com

M610 Overview

M710 Overview

M611 Overview

mailto:hksales@bradycorp.com?subject=Request%20demo%20/%20enquiry
https://youtu.be/5zePyszBIvk
https://youtu.be/QGf65PeS8K8
https://youtu.be/8IMFqq43TVI
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